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RESUMO

A segunda lei da termodinamica (SLT) baseia-se no postulado do ndo-equilibrio, segundo o qual existe
uma propriedade objetiva da matéria — o "ndo-equilibrio", que caracteriza a distribuicdo desigual da matéria e do
movimento no espago. Uma nova formulagao da SLT é dada em relagao ao conjunto de subsistemas de equilibrio
local que compdem o sistema de nao-equilibrio: quando ocorrem processos reais (irreversiveis), o nao-equilibrio
do sistema isolado (Sl) diminui e, nos processos reversiveis, o ndo-equilibrio no sistema de subsistemas de
equilibrio local ndo muda completamente (o incremento de ndo-equilibrio de um tipo totalmente compensado por
diminuigcdo do nao-equilibrio de qualquer outro tipo). Como caracteristica quantitativa do sistema de nao-
equilibrio, consideramos o trabalho maximo que pode ser feito quando o sistema de nao-equilibrio entra em
equilibrio. O artigo fornece uma confirmagéao calculada das disposi¢des tedricas do conceito de ndo-equilibrio e
seu aparato matematico por exemplos de determinagao da perda de nao-equilibrio de Sl durante a operacéo do
motor térmico que executa um ciclo irreversivel e o estado de ndo-equilibrio do sistema adiabatico (SA). Foram
dados os esquemas do Sl consistindo de um corpo quente, o ambiente e um fluido de trabalho que executa um
ciclo de Carnot imperfeito em temperatura, bem como um SA consistindo do ambiente e um fluido de trabalho,
cuja expansao da o trabalho a um receptor externo. Se demonstra que o trabalho externo do sistema adiabatico
deve ser determinado n&o pela diminuigado do potencial termodinamico do fluido de trabalho, como geralmente é
aceito, mas pela diminuicdo do potencial de todos os corpos do SA (fluido de trabalho e ambiente). Como
resultado, expressdes analiticas sao obtidas para o calculo pratico do nao-equilibrio e sua redugdo durante
processos reais em sistemas que consistem no conjunto de subsistemas de equilibrio local, 0 que é novo em
termodinamica.

Palavras-chave: segunda lei da termodinamica, postulado de n&o-equilibrio, amount of nonequilibrium,
calculation of nonequilibrium.

ABSTRACT

The basis of SLT is the postulate of nonequilibrium, according to which there is an objective property of
matter — “nonequilibrium”, which characterizes the uneven distribution of matter and motion in space. A new
formulation of the SLT is given in relation to the set of locally equilibrium subsystems that make up the
nonequilibrium system: when real (irreversible) processes occur, the nonequilibrium of the isolated system (IS)
decreases, and in reversible processes the nonequilibrium in the system of locally equilibrium subsystems does
not change (the increment of one kind of nonequilibrium completely compensated by a decrease in the
disequilibrium of some other kind). The maximum work that can be done when the nonequilibrium system goes
into equilibrium is considered as a quantitative characteristic of the nonequilibrium system. The article provides a
calculated confirmation of the theoretical provisions of the concept of nonequilibrium and its mathematical
apparatus by examples of determining the loss of IS disequilibrium during operation of a heat engine performing
an irreversible cycle and the nonequilibrium state of an adiabatic system (AS). Schemes of an IS consisting of a
hot body, the environment, and a working fluid performing a temperature-imperfect Carnot cycle are given, as
well as an AS consisting of the environment and a working fluid, upon expansion of which work is given to an
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external work receiver. It is shown that the external work of the adiabatic system should be determined not by the
decrease in the thermodynamic potential of the working fluid, as is generally accepted, but by the decrease in the
potential of all AS bodies (the working fluid and the environment). As a result, analytical expressions are obtained
for the practical calculation of nonequilibrium and its reduction during real processes in systems consisting of an
aggregate of locally-equilibrium subsystems, which is new in thermodynamics.

Keywords: second law of thermodynamics, postulate of nonequilibrium, amount of nonequilibrium, calculation of
nonequilibrium.

AHHOTALUA

B ocHoBy B3T nonoxeH noctynat HEPaBHOBECHOCTU, COMTACHO KOTOPOMY CyLLECTBYET OObEKTUBHOE
CBOWCTBO MaTtepum — «HEpPaBHOBECHOCTb», XapaKTepusyLlee HeOAMHaKOBOCTb pacnpeeneHns BellecTsa u
OBWXeHUst B npocTpaHcTee. [aétcs HoBast hopmynmpoBka B3T npyMeHUTENBHO K COBOKYMHOCTU JOKarbHO-
PaBHOBECHbIX MOACUCTEM, COCTaBMSIOWNX HEPABHOBECHYID CUCTEMY: MpuU MNPOTEKaHWW  pearbHbIX
(HeobpaTMMbIX) NPOLECCOB HEPaBHOBECHOCTb M3onmnpoBaHHon cuctembl (UC) ymeHbLluaeTcs, a B obpaTumbIx
npoueccax HepaBHOBECHOCTb B CUCTEME JTOKanbHO-PaBHOBECHbLIX MOACUCTEM He M3MeHsieTcsl (npupalleHune
HepaBHOBECHOCTM OOHOro Buaa MNOJIHOCTbKO KOMNEHCUpyeTCcA yMeHblleHneM HepaBHOBECHOCTU kakoro-nmbo
apyroro Buga). B kadyecTBe KONMMYECTBEHHOW XapakKTEPUCTMKM HEPaBHOBECHOCTU CUCTEMbI paccMaTtpuBaeTcst
MakcumarnbHasi paboTa, KoTopas MOXeT ObiTb COBeplleHa npu nepexone HepaBHOBECHOW CUCTEMbI, B
paBHOBECHOE COCTOsIHME. B cTaTbe AaéTtca pacvyETHOE NoATBEPXKAEHMNE TEOPETUYECKNX NMOMNOXKEHUIA KOHLIENUUN
HepaBHOBECHOCTU U €€ MaTeMaTU4eCcKoro annapaTa Ha npumepax onpegaeneHus notepu HepasHoBecHocTn C
npu paboTe TENMOBOW MalUWHbLI, OCYLLECTBISIOWEN HEoOpaTUMbIA LMK, U HEpPaBHOBECHOCTU aguabaTHon
cuctembl (AC). MNpueaeHbl cxembl VIC, cocTosien ns ropsivero Tena, okpyxarowen cpenbl n pabdoyero tena,
COBepLUAKLLEro HemaeanbHbIn Mo TemnepaTtype unkn KapHo, a Takke AC, COCTosILLIEN M3 OKpYXKatoLLiel cpeabl 1
paboyero Tena, Npy paclMpeHnn KOTOporo oTaaéTcd paboTta BHelWHeMy NpuémHuKy paboTbl. MokasaHo, 4To
BHeLWHAA pa60Ta a,qma6aTH017| CUCTeMbl O0JKHA onpenenaTbCca He no y6bIJ'II/I TepMognHaMun4ecKkoro noteHumana
paboyero Tena, Kak obwenpuHaTo, a no yobinu noteHumana Bcex Ten AC (paboyero Tena n okpyxarowen
cpenbl). B pesynbtaTte nonydeHbl aHanuTMYeckue BbipaxkeHns AN pacyHéTa Ha NpakTMKe HepaBHOBECHOCTU U €€
YMEHbLUEHNA NPU NpPpOoTEeKaHUN pealibHblIX NpoueccoB B CUCTeMax, COCTOALKMX M3 COBOKYMHOCTU J1OKallbHO-
pPaBHOBECHbIX NOACUCTEM, YTO ABNAETCA HOBbIM B TEPMOAUHAMUKE.

Keywords: emopol 3akoH mepmoduHaMuKu, nocmyrnam HepasHO8eCHOCMU, KO/IUYeCme80o HepasHO8eCHOCMU,
pacyem HepagsHO8eCHoCMuU.

1. INTRODUCTION

The second law of thermodynamics (SLT)
attracts the attention of scientists of many
specialties, including philosophers. The analytical
expression of the second law of thermodynamics
is the inequality of Rudolf Clausius in 1850
(Equation 1).

According to this record, the entropy of a
nonequilibrium  isolated system g [

i
noneq.IS

irreversible processes increases, while in
reversible processes, it remains. The question
arises, which property of matter (motion, the form
of motion, or other property) is quantitatively
preserved in the IS during the course of reversible
(ideal) processes. The modern thermodynamics
does not have the answer to this question.
Ignorance (misunderstanding) of the essence of
SLT led to the appearance of various formulations
(about twenty formulations of LST (Putilov were
proposed) (Putilov, 1971; Freitas et al., 2016) and

an abundance of material devoted to clarifying the
meaning of these formulations (Reyf, 1972; Wald,
2001; Martyushev and Seleznev, 2006;
Rakopoulos and Giakoumis, 2006; Liu and Liu,
2008; Ben-Naim, 2010; Seifert, 2012; Bejan, 2016;
D'Alessio et al., 2016; Chen et al., 2017; Altaner,
2017; Martyushev and Celezneff, 2017; de
Oliveira, 2019; Marbceuf et al., 2019; Ptaszynski
and Esposito, 2019; Sellitto and Di Domenico,
2019; de Blasio, 2019; Borin and Sukhorukov,
2019).

As Moran notes, no wording fully reflects
all aspects of the SLT given by other formulations.
Many authors (Moran et al., 2014) see the reason
for the lack of a uniform formulation of the SLT as
the diversity of thematic areas covered by the
second law (Guo et al., 2019).

When clarifying the formulations of SLT,
contradictions arise both within individual
textbooks and between textbooks of different
authors: A.l. Andryushchenko (Andryushchenko,
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1975), H.D. Baehr (Baehr, 1973), P. Calabrese
(Calabrese, 2018), L. Chen and A. Tsutsumi
(Chen and Tsutsumi, 2018), E. Fermi (Fermi,
1937), R. Hotyst and A. Poniewierski (Hotyst and
Poniewierski, 2012), V.l. Krutov (Krutov et al,
1991); Vukalovich and Novikov (Vukalovich and

Novikov, 1968), Novikov (Novikov, 1984),
C. Borgnakke, R.E, Sonnag, (Borgnakke and
Sonnag, 2009), B. Callen (Callen, 1985),

V.A. Kirillin (Kirillin et al., 1983), Ch. Kittel (Kittel,
1993), D. Kondepudi and Prigogine (Kondepudi
and Prigogine, 2015), |.R. Krichevsky (Krichevsky,
1970), B.H. Lavenda (Lavenda, 2010),
R. Morales-Rodriguez (Morales-Rodriguez, 2016),
M.J. Moran (Moran et al., 2014). R.C. Srivastava
(Srivastava et al., 2007). These formulations
indirectly describe the consequences arising from
the SLT or are redundant (for example, the
statement about heat removal in the cycle). One
single formulation is needed (as is customary in
other laws), from which various existing
formulations should flow (or be considered
redundant) as consequences. If there is a unified
formulation of SLT, the need to introduce many
formulations will become redundant.

This SLT formulation, based on the
postulate “on the existence and change of
nonequilibrium”, is given by Ryndin V. V.: “The
total (complete) nonequilibrium of an isolated
system cannot increase — in reversible (ideal)
processes it does not change, but in real
(irreversible) processes it is reduced.” In this
paper, instead of the existing concept of
equilibrium, which underlies the SLT, the concept
of nonequilibrium is introduced. According to this
concept, the cause of all processes is
nonequilibrium — a property of matter, due to the
uneven distribution of the concentration of motion
in space.

The following types of nonequilibrium are
distinguished: thermal and baric, due respectively
to the difference in temperature and pressure in
space; mechanical (kinetic and potential),
electrical, chemical. To assess the nonequilibrium
of the entire system, consisting of a set of locally-
equilibrium subsystems, the concept of complete
nonequilibrium is introduced as the sum of all
types of nonequilibrium of an isolated system
(Khantuleva and Shalymov, 2017; Yuan and
Yung, 2018; Cao et al., 2019; Patitsas, 2019).

The processes in which the total
nonequilibrium of the IS does not change (the
growth of the nonequilibrium of one type is
completely compensated by the decrease in the
nonequilibrium of the other type) will be those
reversible processes that are considered in

thermodynamics; in irreversible processes, the
nonequilibrium of the IS decreases (Saikhanov,
2017). The analytical expression of this
formulation is the inequality (Equation 2). Where A
is nonequilibrium (the amount of nonequilibrium),
which is understood as the maximum work
obtained in an adiabatic system (AS), or could be
obtained in an isolated system during the course
of reversible processes that bring the
nonequilibrium system to an equilibrium state.
Equation 2 is the opposite Clausius Equation 1 —
the total entropy of IS cannot decrease. As a result
of this generalization, the change in the entropy of
the IS dSis used to record the SLT acquired the
meaning of one of the characteristics of the
change in the nonequilibrium state of the IS
(Chakraborty et al., 2017; Dutt, 2018; Kudinov et
al., 2018; Park, 2018; Sobolev, 2018).

2. MATERIALS AND METHODS

2.1. The nonequilibrium of isolated system

In the concept of nonequilibrium, an
isolated system is understood to mean a
nonequilibrium system consisting of a set of
locally-equilibrium (quasi-equilibrium) subsystems
(sources and receivers of heat, receivers and
sources of work, working fluid, environment, small
and finite elements of the flow) that interact with
each other, but do not interact with other systems
that are not part of the isolated system in question.

Since when real processes take place, IS
tends to an equilibrium state, when the system
loses its ability to do work (transfer motion in an
ordered form), then the maximum work performed
by the system upon its transition to an equilibrium
state is accepted as a quantitative measure of the
system’s nonequilibrium A (Equation 3).

To calculate the maximum (possible) work
in thermodynamics, such values as
thermodynamic potentials, heat exergy, and flow
exergy are used.

In isolated systems, in the course of real
processes, the ordered motion (OM) is
transformed into the chaotic motion (CHM), i.e.,
the dissipation (scattering) of the OM occurs. The
equilibrium state in the system occurs when all the
OM (work) completely goes into chaotic motion
(heat) (Equation 4).

This work is called possible work, lost
working capacity, or energy loss. It is estimated

through an increase in entropy AS oneq.1S—eq.st

during the transition of IS from a given
nonequilibrium state to an equilibrium state,
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according to the Gouy — Stodola equation Kirillin
(1983) (Equation 5). Where Taw is the temperature
of the equilibrium ambient medium (AM)
(atmosphere or large body of water), which does
not change upon the transition of a nonequilibrium
system to an equilibrium state (Tam = const).

In the general case, when there is no liquid
AM, it takes Tcamin — the variable body temperature
with the lowest temperature (cold body
temperature) during heat transfer or the
temperature of the thermodynamic system when it
interacts with work sources (cargo, spring,
flywheel, capacitor, battery), which themselves are
not characterized by temperature, and Equation 3
taking into account Equation 5 takes the form
(Equation 6).

The change in the IS nonequilibrium
(recall: increment (plus sign) (Equation 7),
decrease (minus sign) (Equation 8)). Equation 9,
during its transition to the equilibrium state, can be
represented as the difference between the
nonequilibrium values in the final (equilibrium state
N2, when the nonequilibrium state is zero

Acqst = 0) and in the initial A2 — nonequilibrium

state defined by Equation 6 (Equation 10).

Equation 10 for changing IS nonequilibrium
in an elementary process, taking into account
inequality (1) for changing IS entropy

dSponeqis >0, @nd 7., >0 can be written as

(Equation 11). Equation 11 is confirmed by the
postulate of nonequilibrium (Equation 2) put
forward by the author — the nonequilibrium of an
isolated system cannot increase. If to proceed
from the primacy of Equation 2, then Clausius

Equation 1 follows from Equation 11 dS,=0.

Equation 10 in differential form for the decrease of
the nonequilibrium (-daA ) of the system can be
written (Equation 12) and in the integral form
(Equation 13).

2.2. The nonequilibrium of the adiabatic system

If the thermodynamic potential in the
general case is denoted by the symbol M (“pi”
Greek), then the amount of system nonequilibrium
will be determined by the potential difference of the
system in the nonequilibrium state 11 and

oneq.st

the equilibrium state Heq'St (let's call it “potential

difference” AIT"), which is equal to the maximum
work of the system when it goes to the equilibrium
state (Equation 14). For a final decrease in
nonequilibrium, Equation 14 can be written as

(Equation 15). In differential form, this equation will
take the form (Equation 16). Where g1

=0,
eq.st
since during the transition of the system to the
equilibrium state, all processes cease and,
therefore, changes in all values are equal to zero.

The potential difference of the adiabatic
system performing the work decreases in any
processes (reversible and irreversible). However,
only in reversible (index “0”) processes the
potential difference decrease, equal to the
decrease in the thermodynamic potential, will be
equal to the maximum external work of the

nonequilibrium system (Equation 17).

In the case of irreversible processes, the
external (superscript “e€”) work of system results in
less loss of the potential difference (decrease of
the thermodynamic potential) (Equation 18).

Consequently, the general condition for the
transition of a system from a more nonequilibrium
state to a less nonequilibrium state (more
equilibrium) has the form (Equation 19).

According to this expression, external work
is equal to a decrease in the potential difference,
or a decrease in the thermodynamic potential in
reversible processes and less than this decrease
in irreversible processes.

2.3. Heat exergy and flow exergy as a measure of
nonequilibrium change

When heat Q4 is transferred from a hot
body with temperature T1 to an ambient medium
with a constant temperature Ty, thermal
nonequilibrium equal to the ideal cycle of Carnot
(ICC) is lost (Equation 20).

The value Ey equal to the maximum work

that can be obtained in an ideal cycle of Carnot
due to the supplied heat Q, , if the cold body is an

ambient medium of constant parameters, it is
customary to call heat exergy. Thus, heat exergy,
in accordance with Equation 20, is a quantitative
characteristic of the change in the thermal
nonequilibrium of the hot body — ambient medium
system.

When a unit mass substance flows from a
large-capacity tank with pressure p1 and
temperature T¢ into the ambient medium with
constant parameters po and Ty, nonequilibrium is
lost, a measure of which is the work performed by
the flow in an ideal turbine. The maximum specific
work obtained from a unit mass flow element when
it expands in the turbine to the AM parameters is
called specific flow exergy (Equation 21) (Krutov
etal., 1991).

Periddico Tché Quimica. ISSN 2179-0302. (2019); vol.16 (n°33)
Downloaded from www.periodico.tchequimica.com

292



The exergy of the flow (flow of the
substance) will be a measure of the change in the
nonequilibrium of the reservoir-AM system during
the transfer of a single portion of the substance
into the ambient medium of the constant
parameters the author (Equation 22).

The following are examples of calculating
nonequilibrium and its changes in an isolated and
adiabatic system.

3. RESULTS AND DISCUSSION:

3.1. Calculation of the loss of nonequilibrium of an
isolated system during operation of a heat engine
performing an irreversible cycle

Let a non-equilibrium isolated system
consist of a hot body (HB) with a constant
temperature Tug, an ambient medium with a
constant temperature Ty, a working body that
performs an irreversible cycle (for example,
Carnot's cycle, nonideal on temperature (CCNT) in
which heat is supplied at 7, <7, , and heat is

removed at 7, =T, )and the work receiver (WR)

(Figure 3). When heat is removed from the HB in
the amount of Q, the thermal nonequilibrium of
the HB-AM system will change (decrease) into the
exergy of this heat Equation 20 (Equation 23). As
a result of the implementation in the temperature
range from T4 to Ty irreversible by the temperature
of Carnot-cycle, work is performed that is allocated
to the work receiver, as a result of which the
mechanical nonequilibrium between WR and other
IS bodies increases (arises) by the value of Weent
(Equation 24).

The complete change in the nonequilibrium
state of the IS during the operation of the
irreversible (real) cycle is determined by the sum
of the changes in the thermal (23) and mechanical
(24)  nonequilibrium  systems  (AA =0)
(Equation  25). Decrease (loss) of IS
nonequilibrium (Equation 26). From expression
(25), it can be concluded that the decrease in the
nonequilibrium state of the adiabatic system HB-
WR-AM (the maximum work that can be done by
the nonequilibrium AS due to the heat Q) is equal
to the exergy of heat, which in turn consists of
external useful work Wecent and lost work Wigss
(see Figure 1) (Equation 27).

Therefore, the external work We performed
by the nonequilibrium adiabatic system during an
irreversible cycle in it is less than the maximum
possible work (heat exergy) for the work of losses,
which in the general case can be caused by both
the finite temperature difference between the

working fluid and heat sources, and friction of
piston.

Consider the second method for
determining the loss of IS nonequilibrium,
according to Equation 22, after determining the
change in the IS entropy. When heat is removed
from the HB in the amount (Equation 28), its
entropy will decrease by (Equation 29).

This heat is supplied to the heat engine,
where it is divided into two parts: one part is
converted into work supplied to the WR in the
amount (Equation 30), and the other part in the
amount (Equation 31) is allocated to the cold body,
in which the ambient medium is taken.

As a result of the supply of heat Q2 to the
ambient medium (CB), its entropy will increase by
a value (Equation 32). Adding this change in
entropy with a change in the entropy of the HB
(Equation 29), a complete change in the entropy
of a nonequilibrium isolated system during an
irreversible cycle is obtained (changes in the
entropy of WB and PD during the cycle are zero)
(Equation 33).

Replacing Q2 with Equation 31, the
increment (since T, <T.p ) of the entropy

(Equation 34) is obtained. Loss of IS
nonequilibrium (Equation 22), taking into account
that (Equations 35-36) (in Figure 1, the lost work
is depicted as the area of the rectangle a78ba).

Comparing Equation 36 and Equation 26,
it can be concluded that both methods of
calculating the decrease in the IS nonequilibrium
give the same results. At the same time, the
calculation of the total change in the IS
nonequilibrium (loss, dissipation of the possible
work) as the sum of the change in the thermal and
mechanical nonequilibrium according to Equation
25 is more visual than through the change in the
entropy of the IS.

3.2. Calculation of the nonequilibrium of the
adiabatic system

Let the nonequilibrium adiabatic system
(nonequilibrium AS) consist of a working body
(WB) located in a cylinder with a movable piston,
and a liquid ambient medium (ambient medium,
along with the liquid ambient medium (for
example, the atmosphere), includes receivers
(sources) of work that perceive the work of the
adiabatic system; the nonequilibrium adiabatic
system (Noneq.AS) together with the sources
(receivers) of work form a nonequilibrium isolated
system (Noneq.lS)) (AM), with constant
parameters po and To (Figure 2).
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To ensure the lifting of the load without
acceleration (which means that the calculation
does not need to take into account the change in
the kinetic energy of the load and the piston) with
variable gas pressure on the piston and constant
mass of the load, a special device is used. The
device consists of a gear rack 1, gear 2, and cam
3 and ensures equality of moments relative to the
axis of the cam of constant gravity and variable
resulting gas pressure and AM forces on the piston
by changing the arm length of gravity (Figure 2).

This nonequilibrium AS is capable of
performing work, for example, in lifting the load,
only until the moment of equilibrium establishment
in it. The maximum external work W¢nax obtained
from this system at the moment of establishing the
barometric (p = po) and thermal (T = To) equilibrium
in it will be the initial amount of nonequilibrium of
such a system.

The equation of the first law of
thermodynamics (FLT) for the nonequilibrium

adiabatic (8Q°=0) system can be written as
Equation 37, where Equation 38.

Further, the transformations are reduced to
expressing the change in internal energy (IE) of
ambient medium (AM) through the WB
parameters, which is possible with reversible
processes. Unlike nonequilibrium AS, the ambient
medium can exchange both heat and work with the
working body; therefore, for AM, the FLT equation
has the form Equation 39, where Equation 40.

In order to maximize external work, the
processes must proceed reversibly inside
nonequilibrium AS, i.e., without dissipation
(conversion of ordered motion into chaotic motion)
of ordered motion both when moving the piston (in
the absence of friction between the piston and the
cylinder liner), and when heat transfer. The latter
is ensured by the use of an ideal heat engine (IHE)
in the event of a finite temperature difference
between the WB and the AM, or heat exchange
during an infinitely small temperature difference
between the WB and the AM, when the IHE work
can be neglected in comparison with the
transferred heat.

Note that here authors consider the
reversibility —of processes in a purely
nonequilibrium system (p # po, T # To), while the
existing concept of reversibility assumes the
reversibility of processes in systems close to the
equilibrium state (in quasi-equilibrium systems).
According to the concept of nonequilibrium in
reversible processes, the complete nonequilibrium
of an isolated system does not change. In this

example, the decrease in the nonequilibrium AS is
compensated by the increase in the mechanical
nonequilibrium of the receiver of work (load) with
respect to the nonequilibrium AS.

Evidence of the reversibility of the
processes (lack of dissipation), according to the
SLT, is the invariance of entropy (the absence of
ordered motion dispersion between the AM
molecules) of an isolated or adiabatic system
(Equation 41), where (Equation 42). Assuming
that the volume of nonequilibrium AS s
unchanged Equation 43, Equation 44 follows.
Substituting Equation 42 and Equation 44 into
Equation 40, authors express the change in the
internal energy of the AM through changes in the
entropy and volume of the WB (Equation 45).

Substituting Equation 45 into Equation 38,
the following expressions for maximum external
work are obtained:

a) at a small decrease in the

nonequilibrium of the adiabatic system (—dA)
(Equation 46);

b) upon complete transition of the system
to the equilibrium state (Aeq.st = 0) (Equation 47),

where the value (Equation 48) is uniquely
determined by the state parameters of both the
WB and the AM, i.e., it is a function of the state of
the parameters of this nonequilibrium system.

Since, in accordance with Equation 47, the
decrease of the function Z is equal to the external
work of nonequilibrium AS, this function can be
considered as the potential of a nonequilibrium
system consisting of a working body and the
ambient medium, whose parameters (AM) do not
change as the entire nonequilibrium system
transitions to the equilibrium state. The potential

function Z is sometimes considered as a
generalizing  potential for  thermodynamic
potentials. For example, in the work of A.

I. Andryushchenko (1975), it is noted that "in the
reactions of systems that maintain a constant
volume V and temperature T, the maximum work
(Equation 49), where (Equation 50). At To =T there
are (Equation 51) and (Equation 52).

These transformations cannot be
considered correct for two reasons. First, the
transition from the potential function Z (Equation
48) to Zyv (Equation 50) is possible not at V = const,
but at V = 0; at the same time, with a constant
volume (Equation 53). Secondly, the expression
for the potential function Z (Equation 50) includes
the internal energy and entropy of only the working
body (without AM), and the expression for the
Helmholtz energy contains the total values of the
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IE and entropy of the entire nonequilibrium system
(WB and AM). Hence (Equation 54).

Consider some specific examples of
determining the amount of nonequilibrium of a
system consisting of WB and AM. Let the system
be in a thermally (T1 > To) and barically (p1 > po)
nonequilibrium state. As reversible processes of
the transition of the system to the equilibrium state,
first authors take the isentropic process 1-2s
(without external heat transfer and friction) of the
expansion of the working body to a final
temperature T2s = To, and then the isothermal
process 2s—0 to a final pressure p2t = po (Figure 3).

The amount of nonequilibrium of such a
system in accordance with Equation 47 will be
equal to the decrease in the potential function Z
(Equation 55).

To simplify, suppose that the working body
is an ideal gas, whose internal energy does not
change at a constant temperature. Consequently,
a change in IE could only occur in the adiabatic
process of 1-2s. In accordance with the FLT, the
decrease in the internal energy of the adiabatic
system is equal to the external work performed by
the system (WB) on the external ambient medium
(for the working body, the external ambient
medium is a liquid ambient medium and a work
receiver) (Equation 56). This work is depicted as
the area 12s451 of Figure 3.

Since the change in the entropy of the WB
occurs only in the isothermal process, the product
TyASy gives the heat of the isothermal process,

which in the case of an ideal gas is equal to the
external work in the isothermal process 2s—2T
(depicted as the area 2s2T342s of the Figure 3
(Equation 57). Given that (Equation 58), then the
last term in the right-hand side of Equation 55 can
be represented as the external work of a liquid AM
(for it, the external medium is the working body
and the work receiver) (Equation 59).

This work is negative and is depicted as the
area 356273 of Figure 3. The total work performed
by the nonequilibrium AS upon its transfer to the
equilibrium state will be equal to the sum of the
works (Equations 56, 57, 59) (Equation 60).

Comparing this expression for works with
(Equation 55), it can be concluded that, indeed, a
decrease in the potential function Z gives the
maximum work of the nonequilibrium adiabatic
system, consisting of WB and a liquid AM with
constant parameters, upon its transition to the
equilibrium state (Equation 61). This work
characterizes the nonequilibrium of this system

A noneq AS and is depicted as a hatched area of

the figure in Figure 3.

The external work of the nonequilibrium AS
can also be calculated as the technical work of the
piston Wiech piston (this work is transferred from the
piston to the receiver of work through the rod or
connecting rod) in the absence of friction in
adiabatic and isothermal processes, if to neglect
the change in the mechanical energy of the piston
(Equation 62).

Consider the case when the system is in a
barically nonequilibrium state (p1 > po), but in a
thermal equilibrium state (T1 = To). The amount of
baric nonequilibrium of such a system can be
determined from (55) and (60), taking into account
the fact that the transition of the nonequilibrium AS
to the equilibrium state occurs in an isothermal
process and, therefore, for an ideal gas AU,z =0

(Equation 63).

Since the volume and temperature of the
entire  nonequilibrium AS are constant
(Vioneq.as = const; T = To= const), external work not
related to changing the total volume of such a

system W;‘} until the nonequilibrium is completely

lost, will be equal to the decrease in the Helmholtz
potential (isochoric-isothermal potential) for
throughout nonequilibrium AS (Equation 64).
Strictly speaking, the temperature of the AM as a
result of heat removal decreases. However, due to
its large size, the decrease in the temperature of
the ambient medium (atmosphere) is insignificant.
Where for an ideal gas in an isothermal process
AUyg =0, and since the process is reversible,

the change in the entropy of the nonequilibrium AS

is zero (Agmeq_AS =0)

In accordance with the equation of FLT for
the decrease in the IE of the ambient medium can
be written (Equation 65), since the heat given off
by AM is equal and opposite in sign to the heat
received by the working body (Equation 66), in the
isothermal process of an ideal gas, all external
heat goes to the working heat to perform external
work (Equation 67), since the volume of the entire
nonequilibrium AS is constant, then (Equation 68).

Substituting Equation 65 for the decrease
in the IE of the ambient medium into Equation 64,

the expression for external work W;‘T’ is obtainted,

that is not related to a change in the total volume
of the system, i.e., the maximum work performed
by the barically nonequilibrium system WB-AM of
constant volume upon its transition to equilibrium
state, or — for the amount of baric nonequilibrium
of such a system (Equation 69).
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As you can see, the maximum external
work that can be transferred from the barically
nonequilibrium adiabatic system to the consumer
of the work is less than the work of changing the
volume of the WB in the isothermal process to the
work of displacing the ambient medium
(performed against the constant pressure of the
AM po).

If, for the calculation of the work, use
Equation 51 for the potential function Zy or for the
Helmholtz potential Fr is used, written for the
working body, then (Equation 70) can be obtained.

Consequently, the potential function Zv
and the Helmholtz potential Fr, calculated for a
working body in an equilibrium state, are potentials
for the work of the volume change performed by
the working body in an isothermal process.
However, the losses of these potentials are not
equal to the external work performed by the
nonequilibrium AS in the isothermal process
(Equation 69) (Equation 71), which means that
they do not characterize the change in the
nonequilibrium of any system.

A measure of the nonequilibrium state of
the WB-AM system during the course of the
isochoric-isothermal process in it in accordance
with (Equation 64) is the decrease in the isochoric-

isothermal potential —AF)9"°9*%, calculated for

the entire nonequilibrium system, and not for one
working body.

From here there is a general conclusion,
that the potentials of locally-equilibrium systems
(for example, the working body in a cylinder) and
their decrease that are determined in
thermodynamics courses do not characterize the
change in any nonequilibrium state and do not give
the value of the external work performed by the
nonequilibrium system, which includes this locally-
equilibrium system. Only a decrease in the
thermodynamic potential calculated for the entire
set of bodies of a nonequilibrium system is equal
to a decrease in the nonequilibrium system, and
hence the external work of this system as it
transitions to an equilibrium state.

4. CONCLUSIONS:

This article is a continuation of the concept
of nonequilibrium, based on the postulate "about
nonequilibrium and its change" and the basis of
the SLT. It provides calculations of nonequilibrium
and its changes for two systems: an isolated
system during operation of a heat engine and an
adiabatic system. Based on the results of this
work, the following conclusions can be drawn:

1) the diagrams of nonequilibrium systems
consisting of quasi-equilibrium subsystems are
given — adiabatic, consisting of a working body in
a cylinder and a liquid AM and an isolated system
consisting of an adiabatic system and a receiver of
work;

2) the second law of thermodynamics
should be used to consider the behavior of just
such quasi-equilibrium systems, and not a
separate body (working body), as is often
practiced;

3) calculations of the nonequilibrium state
of the adiabatic system are given by the decrease
of the thermodynamic potential recorded for the
entire set of bodies of the nonequilibrium system,
and by the technical work of the piston in a
reversible process;

4) the potentials of locally-equilibrium
systems (for example, the working body in the
cylinder) determined in thermodynamics courses
and their decrease do not characterize the change
in any nonequilibrium and do not give the value of
the external work performed by the nonequilibrium
adiabatic system;

5) a methodology for calculating thermal
and baric nonequilibrium is given, and the
corresponding expressions for calculating this
nonequilibrium were obtained;

6) the above calculations are a practical
confirmation of the validity of the postulate of
nonequilibrium, introduced by the author on the
basis of the second law of thermodynamics.
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dS,oneq1s 2 0 (Eq. 1)
dA oneq1s < 0 dAnoneqis < 0 (Eq. 2)
A= Anoneq. IS = Wnnols:q.staeq.st : (Eq. 3)
Wnnolg)ch.st—wq.st = lgix = Odiss - (Eq. 4)
Wiiss = n%?léq.st—)eq.st = T AmAS oneq.st—seq.st (Eq. 5)
AN poneq.1s = diss = Wnrggzq.st—mq.st = TcBminAShoneq1s>eq.st (Eq. 6)
AX = X2 — X1 (Eq. 7)
—AX = X1 — X2 (Eq. 8)
AN =A, -A, (Eq.9)
AA joneq.1s = Aeqst ~ Anoneq.1s = ~Anoneq.1s = Whoneqst—req.st = —1 CBmin ASnoneq.15-seq.st - (Eq. 10)
dAsg =T g mindSis <0 (Eq. 11)
—AA =W os = MWiss =T cpmin@Siiss (Eq. 12)
AN =Woss = Wiise = TcpminDSiss (Eq. 13)
Ay = AIT" = Hnoneq.st _Heq.st = Wnﬁﬁﬁq.smeq.st = Wrre1ax (Eq. 14)
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max *
_AAAS = _A(AH )maX = Al _AZ :Anoneq.st _Aeq.st = Anoneq.st =
= 1_Inoneq.st _Heq.st: 1_[1 _HZ = _AHmaX = Wn%?l)éq.staeq.st = erlax‘
_dAAS= _d(AH*) == dHnoneq.st + dHeq.st == dHnoneq.st =-dll= 8I/Vrflax =3W*°

S =W, =—d(AIT")
SV < —d(AIT") = —dIT
S < — d(AIT") = —dIT

—AAtherm = Wice — 21(1 — TO/Tnoneq) - EQ5

e, :w%%":h—ho +To(sy =)

— — max —
€1 = hl _hO + ]Z)(SO _Sl) =W = _A}\’reserv-AM

AA Mypan =—Eq =—Q(1-T, / T;z) <0

therm —

AN ech = A wr =Weent =01(1-T, /1) >0

AAnoneq.IS = AAtherm + AAWB + AAmech = AAnoneq.AS + AAWR = _EQl + WCCNT =
==Q(1-T, /Tyg) + O, (1=T, / 1) = =O Ty (1 / Ty =1/ Tyyg ) == Wy
_AAnoneq.IS =Wioss =O T, (1/ T =1/ Tip).

~AAoneq.as = Eq; =Weent + Wiess = WS+ Wigss
Ou =—0,<0

ASyp = O/ Typ =—0, /Ty <0

W =Weeny =01(1-T,,/T)

O, =0 —Weenr =91, /1;

AScg =0, /Ty

ASnoneq.is = ASyup + AScg = =0, /Ty + 0, /T,
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noneq.IS
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TcBmin = To
_AAnoneq.IS = VVloss = TOASnoneq.IS = QITO(1 /71 -1 /THB)

max

dUnoneq.AS + 6erflax =dUygp +dUAM +dWs =0

Y/
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= _dUnoneq.AS =—dUyp —dU,y

dUpy = SQZM — podVam = E)dSAM = PodVam

ds dSyp +dS,y =0

noneq.AS —

dv,

noneq.AS — dVWB + dVAM =0

dU zy = —TpdSwp + ppd Vg

W,

max

=—dUyg + TpdSwp — podVyp =

==d(Uwg ~TamSwa + PamVwp) = —dZ = —dA;

€
Wmax

max eqst
Z =Uywg —TamSws + PamPws =U =TS + pV’
Liax =2y =Ly,

Z,=U-1,S

Z,=U-IS=F

Ly =F~F,
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AZ = DNZy.

Zy=Uwg —TSwp # F =Uywp.am —TSwi.am =Uwp T Uam —T(Swp +Sam)
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Wr =0 =T)ASyg (Eq. 57)

AVywg = =AV ;M (Eq. 58)
Wit = PoAVars =—DoAViys <0 (Eq. 59)

honeq.ASmax = Wi as W5 + Wiy ==AUyp + TyASyp — pyAVyg (Eq. 60)
—AZ = Wnineq.ASmax = Anoneq.AS (Eq. 61)

2 2s
Anoneq.AS = VVtech.piston = L ! (p - pAM)dV = J-I pdV +

(Eq. 62)
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+Ist pdV - pAMAV = I/Vle—Zs + VVTe + W:M = Wneoneq.ASmax'
Anoneq.AS = TOASWB - pOAVWB = W’l? + W/SM = neoneq.ASmax (Eq 63)
s = W = AT = AFEAS = (F — Ry =
= Ul - TSI - U2 + TS2 = _AUnoneq‘AS + TASnoneq‘AS = _(AUWB + AUVAM ) + (Eq 64)
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AU v =0 Wt =01 + PaniAVam =W — PoAVawg (Eq. 65)
Or =—Oiim (Eq. 66)
0, =W (Eq. 67)
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Figurel. To the calculation of the loss of nonequilibrium of IS during the operation of the heat engine

W G MW Y W S e E—

WORK RECEIVER

[ p—— |

‘{

"tech. p1st'=! W noneqas = j (p—p,)dV

|

|

|

|

i ! _'_'_'_'1i

i I !"!"Noncqu111bnum AS
| I

i | i!—Nonequihbnum IS
i : Po.-Toii

150 S0 i

L

Figure 2. Scheme and boundary of a nonequilibrium adiabatic system
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P [} Nonequilibrium state of the system WB-AM (p, >p,. T} > T)

p "= const
T, =T, = const

P2 Q'I'

Py bewialuf bt i In 21 =0 o

" Equilibrium state of the system
AnonquS = Zl B ZO = WenonquS WB-AM (p"i =po TZI = TO)
5 4 3

4

AVWB == AVAM

Figure 3. To the calculation of the nonequilibrium of the adiabatic system
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